
NOTES:

1. NO ALLEN-BRADLEY PART NUMBER.

5. PRINTING - BLACK INK PAD TRANSFER.

4. RETAIN RELATIVE SIZE AND POSITION
    OF CHARACTERS AND MARKINGS
    AS SHOWN.

LABEL LOCATION AND ORIENTATION

3. ALL DIMENSIONS ARE REF. ONLY AND 
    IN mm UNLESS OTHERWISE SPECIFIED.

2. SUPPLIED BY VENDOR.

CARTON 

MONOGRAM 
PER 40028-500

1 INSULATION MATERIAL: PC/ABS OR PVC - (LEAD FREE) LIGHT GRAY 
COPPER BAR MATERIAL: E-Cu 58 F25

PRINTING
SEE NOTES 4 AND 5

DESCRIPTIONPART  NUMBER

BILL OF MATERIALS

AMT  PER
ASSY IT.

BUSBAR

PACKAGING LABEL

CARTON, WHITE CHIPBOARD

0.6mm THICK (4.5 X 7 X 10.3cm)

SEE NOTES 1 & 2

PER 10000054430

SEE NOTES 1 & 2

ONE CATALOG UNIT0.1
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INSTRUCTION SHEET100000497531 2

CARTON LABELPER 100000544301 10
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PLASTIC BAGSEE NOTES 1 & 2 3
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CARTON LABEL

10 BUSBARS IN PLASTIC BAGS AND
ONE INSTRUCTION SHEET TO BE
PACKAGED IN A CARTON WITH A
CARTON LABEL ON IT.

2
INSTRUCTION
SHEET

 THREE PHASE BUSBAR
                 100A

10000050351 00G. Fillus 3-12-09
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PLASTIC BAG

1 BUSBAR TO BE PACKAGED IN A
PLASTIC BAG WITH A PACKAGING
LABEL ON IT.
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3 Cu BARS, 
BAR MAY SLIDE ALONG LENGTH OF INSULATION

1492-A3B1  Ser. A

Made in Germany

LISTED

1492-AME
3HXJ

For use with 1492-SP: 100A/480V AC, 10kA RMS Sym.Amps SCCR, 480V AC, max.
For use with 1492-FB: 100A/600V AC, 100kA RMS Sym.Amps SCCR w/200A J Fuse, 600V AC, max.

1492-A3B1  Ser. A

Made in Germany

LISTED

1492-AME
3HXJ

For use with 1492-SP: 100A/480V AC, 10kA RMS Sym.Amps SCCR, 480V AC, max.
For use with 1492-FB: 100A/600V AC, 100kA RMS Sym.Amps SCCR w/200A J Fuse, 600V AC, max.

1
BUSBAR

PACKAGING LABEL


