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Packaging content :
1. 1x 995-300 016 Et_Bag Side Mounting Brackets Template
2. 1x 995-300 061 Plastic bag 150x250mm
3. 2x 995-500 075 Side Mounting Brackets_np
4. 1x 995-400 058 Side_mounting-instruction

1

3

4

Plastik-bag gefaltet und überklebt..
Plastic-bag folded and coverd.

Packaging :
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Change History (ECR)
VERSION 

NO.
RELEASE 

NO.
CHANGE 

NO.
CHANGE 

DATE
CHANGED 

BY SHORT DESCRIPTION OF CHANGE

01 E1 - 12.09.2012 RIC no drawing, 3D data only

02 E2 - 19.09.2012 RIC initial drawing

03 E3 - 11.10.2012 RIC bracket support

04 E4 - 21.08.2013 TST new design

05 E5 - 16.09.2013 CHA simplified geometry

06 E6 - 30.09.2013 CLO design change

07 E7 - 30.10.2014 CLO design change, parts extended

08 E8 - 11.12.2014 CLO design changed

09 E9 - 26.02.2015 ERH Changed Bracket and added new sheet and MM & DIR-Nr.

10 E10 - 20.04.2015 ERH Changed packaging list, added count of screw rotations

11 E11 - 17.06.2015 ERH Changed part name

12 E12 - 26.11.2015 NHI Added dimensions, changed order of the pages

13 E13 - 05.04.2016 JSA Reworked label definition; added Ver.: 00; added label over packaging

14 E14 5166 02.02.2017 JSA New packaging for introduction to Rockwell Automation 
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