RIGHT ANGLE MALE END VIEW SPECIFICATIONS
CERTIFICATIONS UL RECOGNIZED AND CSA CERTIFIED
AL . COUPLING NUT MATERIAL FPOXY-COATED 7INC
CONNECTOR OVERMOLD MATERIAL OIL RESISTANT TPE
— CONTACT PLATING GOLD OR GOLD FLASH OVER PALLADIUM-NICKEL —
- ) S CONTACT MATERIAL BRASS OR COPPER ALLOY
5 Cerrrn CABLE TYPE PVC, 16ANG, 600V
—o—— (LONG PIN) CABLE JACKET COLOR YELLOW
——
C_ BEND RADIUS 10 X DIAMETER
o 5-PIN. 7/8-16UN 2B NUMBER OF CONDUCTORS [AWG] ox 16 AWG B
RIGHT ANGLE MALE CONNECTOR T T
: R T T i
INGRESS PROTECTION NEMA 4, 6P, 12, 13; IP67; 1200 PSI WASHDOWN, |P69K
— TEMPERATURE RATING S20° . +105°C (47 +221°F) —

D
—— /5 ) % — -
[ 1. 78]
; ;___
|
VAN — 0
E | '
43,7 L =
(1. 72] | ‘ |
T D136 '_
[ 54]
F ]
1/8-16UN 2B - | %25 4
[1.00]
—~ * METER -—
SEE NOTE |
G
DIMENSTONS & INFORMATION SHOWN ARE FOR REFERENCE ONLY AND
— FOR LATEST UPDATE PLEASE REFER http://www.ab.com/catalogs/ [
A inoc I(ge I I TNH(‘)\;F SDEO;C/;UEMEE;N;TN (Z)C(F)O:N;T(E)Ag:NZVSg ECEOON;FZID;EQNET;YA(%@ "\IA;N(T)D; EP:R;OAPERE;(E@T@AFY)RTY
H “ oma Ion WITH THE AUTHOR‘ZEADUTWORM‘ATTT\EONN,PE\RNMC‘,SS‘ON OF ROCKWELL
Sheet | Of |
NOTES BBIN-V5AFA- ¥ e h E
| (%) REPRESENTS THE CABLE LENGTH IN METERS. S8IN-V5AFA-+
2. ALL DIMENSTONS ARE IN MM [INCHEST UNLESS AND OTHERWISE SPECIFIED. Drawn by: LNT (Date: 03/10/2014 c 0.0




	Sheet 1
	Views
	new_view_17
	new_view_30
	new_view_30



