
ASharm17
Typewritten Text

ASharm17
Typewritten Text
Rockwell Automation


ASharm17
Typewritten Text
CM224-XV00318AXZCA

ASharm17
Typewritten Text
3HP,1800RPM,3PH,60HZ,182TC,EPNV

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text
product information within this document is subject to Rockwell Automation © protection,unless otherwise noted.

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text
Copyright 

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text
© All 

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text
Product Information Packet


ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text

ASharm17
Typewritten Text



�� �� � �� � � �	 
 � � � �
 �� � �� � �� �
 � �� � �� � � � � � � � � � � � �� � � � � 
 � � �� ��� � � � �  � � � �

CT 1000:1 w/ Encoder  (120:1 w/out) Speed Range� � � �� � � � � 
� � �

XV (Explosion Proof, Totally Enclosed Non-Ventilated)

Horsepower 3

Voltage 3PH / 60Hz / 230/460V

Base Speed 1800 RPM

CHP Speed 3600 RPM

Conduit Box Location F1

  Usable at 208V

Max Speed

Bearing Type: Ball ODE Bearing 6206

DE Bearing 6207

Temp Rating 40 C

Amps 8.2 / 4.1

Load Type Direct Coupled

Mount Type C-Face Flange w/ Feet

Frame 182TC

Service Factor 1.0

 OPTIONS

Encoder

Holding 

Brake

Bearing RTD'S Winding RTD'S Type

PPR Tachometer

Blower Voltage

Ft. Lbs Coil Voltage

Heater

Tach Voltage

Thermostats

Ohms

Grease StandardStart Type Inverter OnlyInsulation F

Duty Continuous Design A!" # $% &' ( )" % (*" )" % (+ ,- )" % (. ,/ )" % (01 2 2 )" % ( Efficiency 

82.5

84

84

Hazardous Location

Division I

Class I and II

Group CD, FG

Temp Code T3B

Power Factor

62.5

74.5

81.0

Amps

3.8 / 1.9

8.2 / 4.1

Model # Y980
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