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CT 1000:1 w/ Encoder  (120:1 w/out) Speed Range�� � �� � � � � 
� � �

NV (Totaly Enclosed Non-Ventilated)

Horsepower 1

Voltage 3PH / 60Hz / 230/460V

Base Speed 1800 RPM

CHP Speed 3600 RPM

Conduit Box Location F1

  Usable at 208V

Max Speed

Bearing Type: Ball ODE Bearing 6205

DE Bearing 6205

Temp Rating 40 C

Amps 3 / 1.5

Load Type Direct Coupled

Mount Type C-Face Flange w/ Feet

Frame 143TC

Service Factor 1.0

 OPTIONS

Encoder

Holding 

Brake

Bearing RTD'S Winding RTD'S Type

PPR Tachometer

Blower Voltage

Ft. Lbs Coil Voltage

Heater

Tach Voltage

Thermostats

Ohms

Grease StandardStart Type Inverter OnlyInsulation F

Duty Continuous Design A� ! "# $% & ' # &( ' # &) *+ ' # &, *- ' # &./ 0 0 ' # & Efficiency 

85.5

86.5

85.5

Hazardous Location

Division

Class

Group

Temp Code

Power Factor

53.5

67

72

Amps

1.7 / 0.9

3 / 1.5

Model # Y986
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