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CT 1000:1 w/ Encoder  (120:1 w/out) Speed Range�� � �� � � � � 
� � �

NV (Totaly Enclosed Non-Ventilated)

Horsepower 20

Voltage 3PH / 60Hz / 230/460V

Base Speed 1800 RPM

CHP Speed 3600 RPM

Conduit Box Location F1

  Usable at 208V

Max Speed

Bearing Type: Ball ODE Bearing 6309

DE Bearing 6309

Temp Rating 40 C

Amps 52 / 26

Load Type Direct Coupled

Mount Type C-Face Flange w/ Feet

Frame 256TC

Service Factor 1.0

 OPTIONS

Encoder

Holding 

Brake

Bearing RTD'S Winding RTD'S Type

PPR Tachometer

Blower Voltage

Ft. Lbs Coil Voltage

Heater

Tach Voltage

Thermostats

Ohms

Grease StandardStart Type Inverter OnlyInsulation F

Duty Continuous Design A� ! "# $% & ' # &( ' # &) *+ ' # &, *- ' # &./ 0 0 ' # & Efficiency 

93.0

93.6

93.6

Hazardous Location

Division

Class

Group

Temp Code

Power Factor

57.0

70.0

77.0

Amps

29 / 14.5

52 / 26

Model # Y992
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SS203867 5

RWR 04-30-2004
ML  05-06-2004
TLB 05-10-2004

05-10-2004
CN37710

OUTLINE - TENV
250TC FR. - STEARNS BRAKE & PROV. FOR TACH.

SS203867

INCHES
±.1
±.03
±.005
±.0005
±7'30"

2

3
4

5

CORRECTED 'C' DIM IN DASH TABLE
QTY. FOR .53-.58 HOLE F-4 T-8   CN29100-4583
REMOVED THE '2F' FROM SIDE VIEW & BOX/CHG. HOLE
REVISED GROUND SCREW HOLE    CN46168
REDUCED 'C' DIM. BY .28                MU95409
REVISED TO NEW FRAME DESIGN - REMOVED TACH -

TAT
RWR

RJW
MSG

05-30-2004
02-17-2005

08-15-2005
5/6/2010

ML
ML

ML
MJS

NOTES:
1. CONDUIT BOX CAN BE ROTATED IN 90  STEPS.
2. CONDUIT BOX CAN BE MOUNTED ON OPPOSITE SIDE
    BY REMOVING BRACKETS AND TURNING FRAME 180 .
3. NAMEPLATE TO BE READ FROM CONDUIT BOX SIDE OF MOTOR.

1425 256TC 35.00 23.18 14.00 10.00 10.00 6.00
DASH FRAME C AG B 2FF 2FFF BS
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PREV
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APPR
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SCALE

REF
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FINISHBY & DATEREVISIONNO

TITLE

MAT'L

REVSIZE DRAWING NO

TOLERANCES
UNLESS SPECIFIED

7:32

B

2FF

2FFF

B

8.500
8.497

8.70

1.625
1.624

.29

.25

3.75

BS

C

4.63

4.75

8.06 AG

.25

5.50

CLEARANCE REQUIRED
TO REMOVE HOUSING

3/8x3/8x2.88
      KEY

.004 A

.004 A

A

11.76

10.00

5.00 2.02

12.13

18.93

9.51

3.50
6.25
6.19

.55

14.24

1/2-13UNC-2B
.75 FULL THD.
4 HOLES

3/8-16UNC-2B
THRU - 1 HOLE

45°

16.53

3.10

7.265
7.235

45°

1 1/4 NPT
LEAD HOLE

.53-.58
8 HOLES
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