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CONFIDENTIAL AND PROPRIETARY INFORMATION.

THIS DOCUMENT CONTAINS CONFIDENTIAL AND PROPRIETARY 
INFORMATION OF ROCKWELL AUTOMATION, INC. AND MAY 

NOT BE USED, COPIED OR DISCLOSED TO OTHERS, EXCEPT 
WITH THE AUTHORIZED WRITTEN PERMISSION OF ROCKWELL 

AUTOMATION, INC.

PN-185610

MATERIAL MASTER

PIN-OUT
PIN FUNCTION
A U
B V
C W

GND GROUND
E DATA +
H DATA -

24,94± ,05 
[.982± .002]

 FLUSH TO PILOT ±  0,83
                  [.032]

DETAIL "A"

-A-

(UNDER SLINGER)
 SEE DETAIL "A"

 0,10 [.0039] A

NOTES:
1. MOTOR TYPE: 8 POLE, 3 PHASE, WYE WINDING.
   PERMANENT MAGNET MOTOR, TOTALLY ENCLOSED,
   NON VENTILATED.
 
2. EXTERNAL METAL MATERIAL: 304 STAINLESS STEEL.
 
3. FOR ADDITIONAL SPECIFICATIONS, SEE 10000369043.
 
 

REMOVABLE SCREW
FOR OPTIONAL AIR

PRESSURIZATION KIT KEY SUPPLIED
8 X 7 X 32
[.315][.276][1.26]

BKUA145NN005902000000
POWER CONNECTOR

5 METER CABLE
[16.4 FT]

 70 X 5,1 PLASTIC SLINGER
[2.75] [.20]

SHAFT SEAL 31 X 62 X 7
        [1.22] [2.44] [.27]
         (UNDER SLINGER)

M8 X 1,25-6H X 9 MIN DP (4) ON 130
              [.35]          [5.118]

M8 X 1,25-6H X 19 MIN DP
             [.75]
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